


Laminate built-in laundry cabinet with post form
laminate benchtops

Chrome laundry flick mixer

Chrome washing machine stops

Ceramic tiles in wet areas to approx 2000mm high in
shower area and skirting tile to remainder, skirting tile
in WC’s and laundry - Builders range

Ceramic tiles to Family, Dining, Entry on all single story
designs - Builders range

Ceramic tile splashback band above laundry cabinet
Ceramic tiled splashback between bench and
overhead cupboards in kitchen

Carpet to Bedrooms, Lounge/Media and all second
level living areas (if applicable), laid on premium 11mm
foam underlay (from builders range)

Circuit breakers and earth leakage to meter box.
Single phase underground power connection from
existing supply — up to a 15m run

Satin chrome down lights with energy efficient bulbs
used throughout — Lights as per plan

Fanlights to bedrooms

3 spot Satin chrome feature light to kitchen

1 x single fluorescent to garage

2 x external feature lights to front of house

1 x external sensor light

1 x external bunker light

Double power points — 1 to each bedroom, 2 to each
living area, 1 to each bathroom, 1 to garage, 5 to
kitchen including dishwasher and fridge GPO’s
External double power point — 1 x HWS, Rainwater
pump, and alfresco area

Extraction fans to WC and Bathrooms as required
2 X phone points

2 x television points

Antenna

Smoke alarms in accordance with National
Construction Code

2.5hp Split system air conditioning unit to

main living area

1hp Split system air conditioning unit to

master bedroom

QBSA #: 1118646 // NSW #: 224225C

Gas instantaneous hot water system

5000L above ground rain water tank
Davey Rainbank pump with auto switch to service washing
machine and toilets

PVC round downpipes

Two garden hose cocks from rainwater tank and one from
town water supply — this may change if recycle water is
available

Gully pits as per plan

Exposed aggregate to driveway and path

Exposed aggregate selection from builders standard range
Non slip tiles to Alfresco and Portico

(from builders standard range)

1800mm high treated pine good neighbour fence to two
sides with return to house and single gate to one side.

(As per approved plans)

A - Grade turf

Loose stones to sides of house if distance from house to
external wall less that 2m

Gardens — with garden soil and mulched with paved or
colour coded concrete edging

Plantings as per landscape plan

470mm x 350mm rendered letterbox
Powder coated double wall or fence mounted clothesline

Locks to all windows and doors

Six month maintenance period - Starts from date of
handover
6 year BSA statutory insurance period

Please note:

Akudos Homes will not honour any warranties, maintenance, replacement or
labour on materials or products purchased by owner and installed by Akudos
Homes if in any way shape or form the said materials or products fail.

All measurements and areas are approximate only and subject to final survey.
Computer renderings are for illustration purposes only. Akudos Property
Group Pty Ltd reserves the right to alter plans and specifications as required
due to site conditions, local city council requirements, ongoing product
development and product availability.
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Akudos Property Group Pty Ltd reserves the right to alter/ change any of these items due to availability and or ongoing product development
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